
The DMK is a 1U LCD KVM console featuring a retractable 17" LCD panel, keyboard and touch-
pad. You have the option of choosing between a 1, 8, or 16 port KVM Switch, which allows the 
IT administrators to manage their entire server room and data center devices easily.

The LCD and keyboard modules slide independently of each other. To maximize space in your 
data center, the keyboard/touch pad module slides back to "hide away" when not in use, while 
the thin pro�le LCD monitor rotates back - �ush against the rack - allowing convenient moni-
toring of computer activity. 
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Operating Temperature

Environmental Speci�cations

Approval

0-50°C (32-122°F)

CE, FCC, UL, CCC, ROHS

DMK Technical Speci�cations  

Model  DMK 920  DMK 980  DMK 990  

Dimensions/Weight  

1.75” x 17.42” x 19.69” 
(H x W x D)  

/ 26 lbs  
44mm x 442mm x 

500mm (H x W x D) / 
11.79 kg  

1.75” x 17.42” x 23.62” (H x W x D) / 29 
lbs  

44mm x 442mm x 600mm (H x W x D) 
/ 8.62 kg  

Display  17", 5:4 Display, 1280x1024  

Brightness  300 cd/m2  

Contrast Ratio  500:1  

Viewing Angle  170° (H) x 160° (V)  

Color  262k Colors  

Backlight MTBF  50,000 Hours under 25±5°C  

Power Supply  60W, 100-240VAC, 50/60Hz  

Keyboard/Mouse  105-key cherry switch keyboard with touchpad  

Specs subject to change. Customizations available through sales rep.  

 


