
The DuraPAC H2 adds an additional display to one of our most popular products - the 
DuraPAC. For certain applications, your average single display poses certain limitations. 
Because of this, we created the DuraPAC H2, which provides 2 17.3" full HD displays while still 
maintaining its compact stature.

This computer weighs approximately 20 pounds. It's light. Its compact. It also comes with the 
latest Intel® CPU and 4 full-length expansion slots to provide you with a powerful comptuer 
that can be customized toward your speci�c needs. Aimed toward the media and 
broadcasting market, It has been elegantly designed to give you a powerful computer with 
colorful displays.
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DuraPAC H2 X200 (Xeon) DuraPAC H2 S200 (Core i7) 

Dimensions/Weight 16.5"W x 13.6"H x 8.0" D / ~20 Lbs 

LCD Displays 2x 17.3" Full HD 1920 x 1080 Resolution with LED Backlight 

LCD Monitor 
Specifications 

16:9 Widescreen ratio 
Brightness: 300 cd/m2 
Contrast Ratio: 400:1 
Response Time: 8ms 

262K Colors 

CPU 
Intel® Xeon® Processors - LGA 1150 
Intel® Xeon® E3 Processors v4 / v3 

Family 

Intel® Core™ Processors - LGA 1150 
4th Generation Intel® Core™ i7/i5/i3 

Processors 

Memory 

 Socket (LGA 1150) 
Supports up to 32GB DDR3 

1600MHz (PC3-12800) 
ECC UDIMM (Unbuffered) 

Socket (LGA 1150) 
Supports up to 32GB DDR3 1600MHz 

(PC3-12800) 
non-ECC UDIMM (Unbuffered) 

Video Controller 
Options 

Onboard Video (Available depending on motherboard) 
Integrated Graphics (Available depending on CPU) 

Video Card (Please consult with Sales Rep to determine which GPU would be 
the best fit for your needs and requirements) 

PCI-E Expansion Slots Up to 4 PCIe/PCI Expansion slots 

Expansion Bays  2x 5.25" Expansion Bays, 1x 2.5" HDD/SSD Internal Tray 

DVD-RW Standard Slim Slot-loading DVD Burner 
(Available for upgrade to Blu-ray or tray) 

Power 600w 100-240V 47-63 Hz 80PLUS Power Supply 

O/S Windows / Linux 

Quality ISO 9001, AS9003 

Regulation CE, FCC, RoHS, CCC 
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