
04-19

04

www.aaeon.com

PC/104 M
odules

Specifications

Specifications

Features

Features

PC/104 2-slot PCMCIA Module

Standard Complies with PCMCIA v.2.1 and JEIDA v4.2

Memory Programmable 8KB boot FLASH ROM

Interface 16-bit data bus

Indicator Busy status LED

Power Requirement +5V

■■ PCMCIA Socket Supports Two Type 1/2 Cards or One Type 3 
Card
■■ Bootable Function From Linear Flash Card, ATA Card and 
SRAM Card
■■ ISA Interface

• TF-PCM-3115C
PC/104 Board 2-slot PCMCIA Module

PCM-3115C

Ordering Information

PCMCIA Modules

PCI-104 1-slot PCMCIA Module

Chipset TI PCI1520

Interface 32-bit data bus

Power Requirement +3.3V & +5V

Board Size 96mm x 90mm

Operating Temperature 32°F ~ 140°F (0°C  ~ 60°C )

■■ PCI-104 Interface  
■■ Supports one PCMCIA Type 1/2 Card
■■ IRQ Setting: intA & intB; ID Select: PCI-AD29  

• PCM-3794-B11 
PC/104 Board, 1-slot PCMCIA, PCI-104, Rev. B1.1 

PCM-3794 Rev. B

Ordering Information

PCMCIA Modules


